
Substructure : 

1. Tensioning profile 

2. Cross connector 

3. Hanger with tensioning spring  for T-Support rail allowed f <0,25kN 

4. Tensioning profile connector 

5. Suspension wire 

Profile made of fire galvanized sheet steel  DIN10346 + DIN EN10143  

Correspond to the fire class:  A1 

Metal cassette:  

   Material:  electrolytically galvanised sheet steel   DIN EN 10152 0,8mm  

   Dimensions:  1200mmx600mm  /  600mmx600mm 

   Surface:  visible sides smooth powder-coated 

     of mixed coating on epoxy-polyester resin basis according to DIN67530  

     gloss 60°  layer thickness 60-100µm  

     colour RAL9016 traffic white /  other colours on request  

   Metal cassettes are banded at the contact points with a sealing tape 

   Correspond to the fire class: A2 

 

Technical standard: 

   The ceiling corresponds to DIN EN 13964 and DIN 18168 

 

Assembly:  Only use approved dowels and fixing material. 

   Check wall and ceiling connections for secure fastening. 
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RooSy - OR ceiling system  

Steel- clamping cassettes system  



2. Cross connector 

1. Clamping 

3. Hanger  

4. Clamping profile 

5. Suspension wire 

Ceiling cassette 

Sealing tape 

Ceiling rail 

Sealing profile (Moss rubber) 
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Construction 
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B = Wide cassette 

L = Length cassette 

A = Suspension bracket distance 1.200mm 

Tensioning profile 

Suspension bracket points 

Room lighting 
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Ceiling plan main load profil: 
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