
Lichteffizienz 
Luminous Efficiency 

104,32 lm/W 

Photometrischer Code 

Photometric Code LAB.FOR.134/19.b 

Leuchtenlichtstrom 
Luminaire Lumen Output 12622,72 lm 
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Artikel # H218 0022 

Typ Modulare Deckenleuchte 

Installation Flächenbündig  

Größe (LxBxH) 1200x600x100 

Gewicht 22 kg 

Lichtverteilung Gleichmäßig zerstreut 

Konstruktion Stahlblechkörper, Abschlussrahmen 
aus einem Aluminium Profil, Verbund-
sicherheitsglas Opal 

Beschichtung Pulverbeschichtung, weiß RAL 9016 

Schutzklasse I 

Schutzart IP65 

Betriebsspannung 220-240 Vac 

Frequenz 50/60 Hz 

LED Leistung 121W 

Steuerung Dimmbarer DALI LED-Treiber 

Leuchtenlichtstrom 12622,72 lm 

Effizienz 104,32 lm/W 

LED Lebensdauer 50.000 h L70 B10 

Farbtemperatur 4000K 

Farbwiedergabeindex CRI>80 

Photobiologisches 
Risiko 

0 

UGR <22 

Inkl. Zubehör Druckausgleichsventil, Einstellbare 
Seitenhalter, vorverkabeltes           
Anschlusskabel 

Article # H218 0022 

Typology Modular ceiling lighting fixture 

Installation Flush integrated 

Dimensions (LxHxP) 1200x600x100 

Weight 22 kg 

Light Distribution Uniformly diffused 

Construction Technology Body of steel sheet, closing frame of  
extruded aluminium, stratified opal glass 
diffuser 

Finishing Powder painting, white RAL 9016 

Electrical Protection Class I 

Degree of Protection IP65 

Operating Voltage 220-240 Vac 

Frequency 50/60 Hz 

LED Wattage 121W 

Power Supply DALI dimmable LED driver 

Luminaire Lumen Output 12622,72 lm 

Efficiency 104,32 lm/W 

LED Life Time 50.000 h L70 B10 

Colour Temperature 4000K 

Colour Rendering Index CRI>80 

Photobiological Risk 0 

UGR <22 

Included Accessories Pressure compensation valve,          
Adjustable side brackets, pre-cabled 
connection wire 

1200 x 600 

LED Reinraumleuchte  / Dali Opalglas 

LED Luminaire      / Dali Opal Glass 


